Durable, high density, fibre-reinforced cement panels, made of natural,
non-toxic ingredients for exterior or interior cladding applications.

Durable
Non-combustible
Water Repellent
UV Resistant
Anti-graffiti Coating
Asbestos Free
Eco-friendly
Through Colours
10 Year Guarantee
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Natural by Design
Introduction

SuperPanel high density, fibre-reinforced cement panels are a highly durable, costeffective and uniquely beautiful rainscreen façade, that will last indefinitely and
require very little maintenance.

Applications

SuperPanel was designed primarily for external cladding applications, but is often
used indoors as well. As the outer façade of a rear ventilated rainscreen system, it’s a
strong, durable and lightweight material, suitable for a wide range of projects.
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SuperPanel belongs to a new generation of asbestos-free, compressed and
stabilized, fibre cement panels reinforced with cellulose and mineral fibers. As such,
they are non-combustible and impervious to rot, fungus, insects and other pests.
The panels are fully cured and moisture balanced, which means edges don’t require
sealing. Panel surfaces are also non-directional for ease of planning and installation.

Colour & Finish

SuperPanel is available in 10 natural, through colours created with mineralized
pigments. Because it’s a natural product, some colour variation or texture can be
expected. This is another reason why SuperPanel is often preferred over panels with
solid colour finishes.
SuperPanel is finished with a unique and long lasting anti-graffiti coating, that repels
moisture and resists sun fading. This special coating also helps panels stay clean, as
most airborne contaminants rinse off with rainfall. If panels become slightly soiled
over time, washing with a sponge and a mild detergent should be all that’s required.
SuperPanel is specially designed for re-painting without removal from the building.
For recommended paint systems, please contact the distributor.

Panel Sizes

SuperPanels are available in sizes of 1200 & 1250mm wide and 2500 or 3050mm long
and are stocked in Canada in popular colours and sizes. The standard panel thickness
is 8mm, but is also available in 6mm, 10mm, 12mm and greater thicknesses.

Testing

SuperPanel meets or exceeds EN12467-2012, which is the most stringent
performance standard in the world for high density, fibre-reinforced cement panels.
This includes a full range of testing, i.e. water permeability, 50 soak/dry, 50 heat/rain
and 100 freeze/thaw cycles, as well as fire and wind loading/suction tests.
SuperPanel has also been successfully fire tested to CAN/ULC S-114-005, meaning
it’s non-combustible and can be used for non-sprinklered buildings and/or
combustible construction.

Sustainability
SuperPanels can be reused and fully recycled. They are also inert and made of only
natural, non-toxic ingredients, including sand, cement, clay, lime, cellulose, selected
mineral additives and mineralized pigments. SuperPanel also contributes to USGBC
LEED-NC v2.2 and LEED 2009 credits.
Rear ventilated, rainscreen systems with SuperPanel façades, reduce energy costs
with a cooling effect during warmer months and a warming effect when it’s cooler.
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